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SECTION 11133

MOTORIZED DISPLAY SCREEN LIFTS

SVS COLUMN LIFT

The Information provided here is for guidance only, not all sections may be applicable to your project.

Drawings and Lift Data Sheets can be downloaded from www.svslifts.com
If you have any questions or need more information please contact SVS, Inc.  Main Office at 850-522-4747 or Western Office at 303-794-4446 or email at sales@svslifts.com 

PART 1 – GENERAL

1.1 
SUMMARY

A. 
Floor-mounted Motorized Display Screen Lift.


Electrically operated motorized lift to raise display screen/projector from stored position 
to show position including:


(select applicable)



[      ] Display Screen mounting bracket



[      ] Projector Platform



[      ] Closure Adapter Kit



[      ] controls, mounting hardware, wiring, and other components required for complete 

          installation/operation.


B. 
Related sections: List other specification sections dealing with work directly related to 


this section.



1.
Section 05500 – Metal Fabrications. Metal rods, bracing, fasteners, and support 



components for suspending Display Screen lifts.



2.
Section 09250 - Gypsum Board Drywall.



3.
Section 09510 - Acoustical Ceilings.



4.
Section 16 – Electrical supply, conduit, and wiring for  electrically operated 



Display Screen lifts

1.2
SUBMITTALS

A. 
Submit Manufacturers' latest data sheets/specifications for each type of lift specified indicating model type, major dimensions and finishes for all applicable accessories

B. 
Submit list of applicable accessories

C.
Submit shop drawings showing layout and types of lifts.  Show details of manufacture and installation including vertical height requirements inside the enclosure (if applicable) for the lift, display screen/projector & accessories, cabinet opening dimensions, suggested supporting structure, power requirement and electrical wiring. Take field measurements where possible to assure proper fitting of the work.

D.
Submit manufacturer's written technical information and installation instructions in compliance with specification requirements 


1.3
QUALITY ASSURANCE


A.
Material: 

1. 
Actuators for the lifts shall be certified for use in the United States and Canada by Underwriters Laboratory (UL), Inc. and shall bear the UL Label.


B. 
Labor:

1.
Installation shall be done in a careful manner by skilled craftsmen and mechanics especially trained for type of work required

2.
Installer must examine substrate and conditions under which the equipment is to be installed. Do not proceed with the work until satisfactory conditions have been met.

1.4
DELIVERY, STORAGE AND HANDLING

A.
Protect products from damage during delivery, handling, storage and installation.  Products must be delivered in manufacturer's original containers.

B. 
Store all shipping crates and packing accessories until installation is complete.

1.4
WARRANTY


A.
The SVS Column lift carry a one-year part and 90 day factory labor warranty 

PART 2 – P
RODUCTS

2.1      ACCEPTABLE MANUFACTURERS


Subject to compliance with requirements.  Provide motorized display screen/projector lifts as 
manufactured by:


A.
SVS, Inc., 2513 Jenks Ave, Panama City, FL 32405, Phone: 850-522-4747, Fax: 



850-522-4739, Email: sales@svslifts.com 


B.
Manufacturers of equivalent products submitted and approved in accordance with 


Section 01630 – Product Substitution Procedures

2.2 
MOTORIZED Display Screen LIFTS


A.
Type: 


1. Model: SVS Column lift- Floor-mounted electrically operated display screen/projector lift to 
raise display screen/projector from a storage position to a show position for operation  This 
model is supplied with a two button LV controller. The Column Lift has a travel distance of 51-
inches.


2. SVS Mechanism: On an SVS lift, the display screen/projector is raised by linear actuator.


B.
Lift details: 

1.
Dimensions: 

12.67” Wide x 49.25” High x 12” Deep*


*Note: Column lift does not include display screen/projector & accessories

2.
Lift Capacity:

Up to 140 lbs

3.
Weight:

90 lbs Net Weight [150 lbs Shipping Weight]

4.
Voltage:

110v/60hz

 5.
Current Draw:

2 Amps

6.
Steel/Aluminum construction 

7.
UL approved linear actuator


C.
Lift Accessories


1. Closures Adapter Kit


[   ] Closure Adapter Kit – Used to attach cabinet top


2. Display Screen Mount


[   ] Accessory PMT-9 Display Screen Mount- Mounting bracket to attach Display Screen to 
lift. SVS Accessory PMT-9 Display Screen Mount or equivalent


3. #13 Platform


[   ] Accessory #13 platform - Metal shelf used to support projectors..

Part 3- EXECUTION


A. 
Install display screen/projector lifts at locations indicated in approved shop drawings and 

in compliance 
with manufacturer's instructions.


B.
Test Electrically operated units to verify that lift, controls, limit switches, closure and 


other operating components are in optimum functioning condition.


C.
Protect display screen/projector lifts during and after installation from damage from 


other construction 




D.
Demonstrate operation of lifts to Owner's designated representatives.
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